Abstract: This paper deals with the modeling and simulation of induction motor loads in power system stability studies considering the influence of the negative-sequence components. A practical method for computing the dynamic behavior of an induction motor under asymmetric faults is proposed and implemented in MATLAB. The accuracy of the proposed method is verified through classical electromagnetic transient simulations using the PSCAD/EMTDC software package. Compared with the existing traditional transient stability simulations, the method increases a little computational burden yet achieves much better simulation accuracy under asymmetric faults.
Introduction
The problem of maintaining stability is a major concern in power system operation [1] [2] [3] . Generally, power system stability can be classified into two categories by the size of disturbance: Large-disturbance stability and small-disturbance stability. The large-disturbance stability focuses on the system's stability of angles and voltages following severe disturbances, e.g., short-circuit faults [4] [5] [6] . In this aspect, nonlinear time-domain simulations are often adopted to exam the dynamic performance of the system over a period of time in which the modeling of the power system plays a major role.
Existing research has concentrated on the modeling of the main dynamic components of the power system, such as generators and power electronic equipment. Besides, the load model should also be emphasized [7] [8] [9] [10] . In the early stage, the static load model (ZIP), which ignores the dynamic characteristics of load, is commonly used in simulation. In modern power systems, with the increasing proportion of induction motors, the influence of the dynamic characteristics of load on power systems is becoming significant [11, 12] . For better simulation accuracy, load models have been improved gradually, and, at present, the load at each bus is considered as a combination of induction motors (IMs) and static loads in many production-grade transient stability (TS) simulation programs. In this case, the modeling of IMs becomes particularly important.
In TS-type simulation programs, such as PSS/E, TAST, and BPA, the third-order IM model is extensively employed; this model takes the positive-sequence voltage presenting at its terminal into account to model the transient behavior of an IM [13] [14] [15] . Since symmetric faults, e.g., three-phase short-circuit faults, are universally used in TS simulation to check the dynamic performance of the power system, the existing IM model achieves satisfactory simulation accuracy.
However, the most frequent faults in power systems are asymmetric faults. For example, single-phase grounding short-circuit faults account for 65% of the faults in operation. When an asymmetric fault occurs, besides the fundamental-frequency positive-sequence components, negative-
where V s and I s are the stator terminal voltage and current, respectively; X = X s + X m is the rotor open-circuit reactance; X = X s + X r X m /(X r + X m ) is the transient reactance of the IM; E is the internal potential behind the transient impedance; E d , E q , I ds , and I qs are the d-and q-axis components of E and I s , respectively; T 0 = (X r + X m )/(ω s R r ) is the transient open-circuit time constant characterizing the decay of the rotor transients when the stator is open-circuited; ω s is the synchronous angular velocity of the rotating field; s is the slip; H is the inertia constant of the motor and load; T m is the load torque; and T e is the electrical torque. The electrical torque of an IM, as well as the real and reactive powers it draws are calculated by
The model described above are in a form directly suitable for power system analysis and simulation studies, where rotor flux is represented by the internal potential.
The equivalent circuit corresponding to Equation (1) is shown in Figure 1 .
and the differential and algebraic equations (DAEs) governing it are 
The equivalent circuit corresponding to Equation (1) is shown in Figure 1 . In some cases, we use an alternative representation for the transients of the internal potential, as given in (6) .
The Performance of the Traditional TS Model of an IM
The simple power network shown in Figure 2 is used to test the performance of the traditional electromechanical transient model of an IM, where the electric source eq E feeds the IM through an equivalent system impedance Zeq. In some cases, we use an alternative representation for the transients of the internal potential, as given in (6) .
The simple power network shown in Figure 2 is used to test the performance of the traditional electromechanical transient model of an IM, where the electric source E eq feeds the IM through an equivalent system impedance Z eq . Figure 2 . The studied simple power network.
In the following example, we assume Eeq = 115 kV, f = 50 Hz and Zeq = (3.4 + j8.0425) Ω, and the IM is rated at 110 kV, 152.5 A. The typical IM parameters recommended by the Institute of Electrical and Electronics Engineers (IEEE) in [27] are used in this study and listed in Table 1 . Without a loss of generality, the load torque of the IMs is assumed to be Tm = Aωm 2 , where ωm is the rotor speed in p.u.
The faults considered include balanced and unbalanced voltage sags occurring at the power source end at t0 = 0.2 s with the duration 0.2 s. The sag parameters are defined as follows:
Case 1: Balanced voltage sag. During the sag, Eeqadur = Eeqbdur = Eeqcdur = 0 p.u. Case 2: Unbalanced voltage sag. During the sag, Eeqadur = 0 p.u., Eeqbdur and Eeqcdur remain unchanged. In Figure 2 , we have
With (7) and the DAEs regarding the IM in (1)- (5), we can obtain the DAEs governing the dynamics of the system under study. Subsequently, both TS simulation and EMT simulation are performed, respectively. In TS simulation implemented in MATLAB, we use the trapezoidal integral rule to convert the dynamic equations to algebraic equations, which are then solved simultaneously with the other algebraic equations to obtain response of the system. The results from EMT simulation program PSCAD/EMTDC is used for comparison. It is worth mentioning that the computed voltages (currents) in EMT simulation are the RMS values provided by the fast Fourier transform to facilitate the comparison. In addition, the computing step size is 10 ms and 100 μs for TS simulation and the PSCAD, respectively.
Figures 3-6 show the type-2 and type-5 IM responses during voltage sag in each aforementioned case. It shows that, during the voltage sag, the motor decelerates and the slip increases as a result of the electrical torque drop. After the sag, the speed and P/Q consumptions undergo their transients and restore to their initial values.
In the case of balanced voltage sag, as shown in Figures 3 and 4 , it is observed that the traditional TS simulation agrees well with the EMT simulation. While considering that the TS simulation neglects the machine stator transients, the network variables change instantly at the moment of failure, and clearing thus brings some deviation. In the following example, we assume E eq = 115 kV, f = 50 Hz and Z eq = (3.4 + j8.0425) Ω, and the IM is rated at 110 kV, 152.5 A. The typical IM parameters recommended by the Institute of Electrical and Electronics Engineers (IEEE) in [27] are used in this study and listed in Table 1 . Without a loss of generality, the load torque of the IMs is assumed to be T m = Aω m 2 , where ω m is the rotor speed in p.u. The faults considered include balanced and unbalanced voltage sags occurring at the power source end at t 0 = 0.2 s with the duration 0.2 s. The sag parameters are defined as follows:
Case 1: Balanced voltage sag. During the sag, E eqadur = E eqbdur = E eqcdur = 0 p.u. Case 2: Unbalanced voltage sag. During the sag, E eqadur = 0 p.u., E eqbdur and E eqcdur remain unchanged.
In Figure 2 , we have
With (7) and the DAEs regarding the IM in (1)-(5), we can obtain the DAEs governing the dynamics of the system under study. Subsequently, both TS simulation and EMT simulation are performed, respectively. In TS simulation implemented in MATLAB, we use the trapezoidal integral rule to convert the dynamic equations to algebraic equations, which are then solved simultaneously with the other algebraic equations to obtain response of the system. The results from EMT simulation program PSCAD/EMTDC is used for comparison. It is worth mentioning that the computed voltages (currents) in EMT simulation are the RMS values provided by the fast Fourier transform to facilitate the comparison. In addition, the computing step size is 10 ms and 100 µs for TS simulation and the PSCAD, respectively. Figures 3-6 show the type-2 and type-5 IM responses during voltage sag in each aforementioned case. It shows that, during the voltage sag, the motor decelerates and the slip increases as a result of the electrical torque drop. After the sag, the speed and P/Q consumptions undergo their transients and restore to their initial values. In the case of asymmetric voltage sag, the simulation deviation becomes significant. In Figure 5 , the TS simulation results of the rotor slip and the active power are reasonable, but the deviations of the reactive power and the stator voltages is significant. In Figure 6 , except for the Q and V dynamics, predictions of slip and active power are also unacceptable. The results indicate that in the case of asymmetric fault, IM dynamics obtained by TS simulation are not satisfactory. The reason is that the reactive power and the stator voltages is significant. In Figure 6 , except for the Q and V dynamics, predictions of slip and active power are also unacceptable. The results indicate that in the case of asymmetric fault, IM dynamics obtained by TS simulation are not satisfactory. The reason is that only the positive-sequence components are considered in TS simulation, but, in asymmetric faults, the negative-sequence components have a considerable contribution. Therefore, it is necessary to consider the influence of the negative-sequence components. In the case of balanced voltage sag, as shown in Figures 3 and 4 , it is observed that the traditional TS simulation agrees well with the EMT simulation. While considering that the TS simulation neglects the machine stator transients, the network variables change instantly at the moment of failure, and clearing thus brings some deviation.
In the case of asymmetric voltage sag, the simulation deviation becomes significant. In Figure 5 , the TS simulation results of the rotor slip and the active power are reasonable, but the deviations of the reactive power and the stator voltages is significant. In Figure 6 , except for the Q and V dynamics, predictions of slip and active power are also unacceptable. The results indicate that in the case of asymmetric fault, IM dynamics obtained by TS simulation are not satisfactory. The reason is that only the positive-sequence components are considered in TS simulation, but, in asymmetric faults, the negative-sequence components have a considerable contribution. Therefore, it is necessary to consider the influence of the negative-sequence components. 
Integrated TS Model of an IM Considering Negative-Sequence Components
When subject to unbalanced disturbances, both positive-and negative-sequence voltages will act on the response of an IM. The symmetrical component method can be used to analyze their effects.
In this section, before deriving the negative-sequence equations of an IM, we will review the derivation process of the traditional electromechanical model of an IM first. Then, the integrated model, including the positive-and negative-sequence equations, will be formulated.
Derivation Process of the Traditional TS Model of an IM
As described in Section 2.1, Equations (1)- (5) constitute the electromechanical transient model of an IM, among which the stator voltage Equation (1) and rotor flux Equation (2) are especially noteworthy. Their derivation is summarized as follows according to [2] .
Step 1: Write the voltage and flux linkage equations for the stator and rotor in their own reference frame. Step 2: Apply the d-q transformation to obtain the voltage and flux linkage equations in the d-q reference frame, which rotates at synchronous speed in the direction of rotation; the q-axis is 90 • ahead of the d-axis.
Step 3: In the d-q reference frame, substitute the stator and rotor flux equations into the voltage equations and rearrange them to get the stator voltage Equation (1) and the rotor flux dynamics (2) .
The equations regarding the negative-sequence components can be derived using the similar procedures. Note that when counting in the influence of the negative-sequence components, the rotor acceleration Equation (3) remains unchanged.
Negative-Sequence TS Model of an IM
With negative-sequence voltages presence at the IM terminal, negative-sequence stator currents appear, giving rise to the negative-sequence rotating field which rotates against the rotor at the synchronous speed. In this case, the stator and rotor voltage equations are:
In (8) and (9), a, b, and c denote the stator three-phase winding; A, B, and C denote the rotor three-phase winding; v and i represent the voltages and currents of the windings denoted by the subscript; Ψ represents the flux linking the winding; and p represents the differential operator d/dt. Note that when negative-sequence voltages are applied at the stator terminals, the stator and rotor voltage equations remain consistent with that in the positive-sequence equations in the forward rotating d-q reference frame in [2] .
The flux linkage in the stator phase a winding at any instant is
where L aa is the self-inductance of stator windings, L ab the mutual inductance between stator windings, and L aA is the maximum value of mutual inductance between stator and rotor windings. θ is defined as the angle by which the axis of phase A rotor winding leads the axis of phase a stator winding in the direction of rotation. Similar expressions apply to Ψ b and Ψ c . The flux linkage in the rotor phase A winding is given by
Similar expressions apply to Ψ B and Ψ C .
With no neural currents due to winding connections and let
The expressions for flux linkage in the stator and rotor are written as:
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Note that with negative-sequence voltage presence at the stator terminal, the stator and rotor flux equations have changed compared to those in [2] .
To transform phase variables in (8), (9), (13), and (14) into components along the reverse rotating axes, the d-q transformations used in this case are:
In (15) and (16)
Their inverse transformations are:
Note that the d-q transformations and their inverse transformations defined by Equations (15)-(18) are also different from those in [2] .
After the d-q transformation, the voltage and flux linkage equations for the stator and rotor in the d-q reference frame are:
where L m = 3/2 L aA . Note that Equations (19)- (22) are identical to the positive-sequence voltage and flux equations in the forward rotating d-q reference frame in [2] . However, in the reverse rotating case, the term pθr is (2−s)ω s instead of sω s . Then, by neglecting the stator transients pΨ ds and pΨ qs in (19) , letting the rotor windings shorted, and substituting the stator and rotor flux linkage equations into the voltage equations, the derived stator voltage equation expressed in phasor form is: (23) where V s2 , I s2 , and E 2 are the negative-sequence stator terminal voltage, current, and internal potential, respectively. The corresponding equivalent circuit is shown in Figure 7 , which is similar to Figure 1 .
where
where s2 V , s2 I , and ' 2 E are the negative-sequence stator terminal voltage, current, and internal potential, respectively. The corresponding equivalent circuit is shown in Figure 7 , which is similar to Figure 1 . The equations describing the rotor circuit dynamics are:
where E2d' and E2q', Ids2, and Iqs2 are the d-and q-axis components of ' 2 E and s2 I , respectively. Equation (24) may also be written as:
Equation (23) describes the relations between the negative-sequence terminal voltage, current, and internal potential, and (24) gives the dynamics of the negative-sequence internal potential. It can be found that (23) and (24) are very similar to (1) and (2), with the differences in that the negative-sequence components are denoted by the subscript 2, and the sωs in (2) is replaced by (2-s)ωs in (24).
Integrated TS Model of an IM Including Positive-and Negative-Sequence Components
With the negative-sequence equations included, the machine electrical torque and power consumptions in (4) and (5) are corrected into: The equations describing the rotor circuit dynamics are: (24) where E 2d and E 2q , I ds2 , and I qs2 are the d-and q-axis components of E 2 and I s2 , respectively. Equation (24) may also be written as:
Equation (23) describes the relations between the negative-sequence terminal voltage, current, and internal potential, and (24) gives the dynamics of the negative-sequence internal potential. It can be found that (23) and (24) are very similar to (1) and (2), with the differences in that the negative-sequence components are denoted by the subscript 2, and the sω s in (2) is replaced by (2-s)ω s in (24).
With the negative-sequence equations included, the machine electrical torque and power consumptions in (4) and (5) are corrected into:
where the superscripts + and -represent positive-and negative-sequence components, respectively. Equations (1)- (3), (23), (24), (26) and (27) constitute the integrated electromechanical transient model of an IM in stability studies considering the negative-sequence components. In the following, we refer to them as the Integrated TS (ITS) model of an IM.
During an asymmetric voltage sag, the three-phase potentials of the electric source are decomposed into positive-, negative-, and zero-sequence components as: where a = 1∠120 • is a complex operator, the subscripts a, b, and c denote the phase components, while 1, 2, and 0 represent the positive-, negative-, and zero-sequence components, respectively. Then we have the negative-sequence network equation:
The overall system model for the studied power network shown in Figure 2 includes Equations (1)- (3), (7), (23), (24), (26), (27) and (29), where Equations (1)- (3), (23), (24), (26) and (27) are the ITS model of the IM; (7) and (29) are the network equations.
Solution of the Integrated Model of an IM

A Regular Solution Method
Equations (24) and its phasor form (25) are developed in the reverse rotating d-q reference frame. To solve it, we substitute (23) into (25) and get:
(30) can be rearranged as
(33) is a first-order non-homogeneous linear differential equation and its analytical solution is
where t 0 is the moment of failure, E 2−dur (t) is the negative-sequence transient potential during voltage sag, and its initial value E 20 is zero. After the sag, only positive-sequence voltage presents at the IM bus, while the negative-sequence internal potential will decay to zero and is calculated by:
where t 1 is the moment of clearing, E 2−after (t) is the negative-sequence transient potential after voltage sag, and E 21 is the negative-sequence transient potential at time t 1 .
Equations (34) and (35) give the analytical solution of E 2 during and after the sag. In the ITS model, we use E 1 solved by the trapezoidal integration rules, and E 2 calculated by (34) or (35) to synthesize the IM dynamics under asymmetric faults. Note that the ITS model adds two differential equations to consider the negative-sequence components to improve simulation accuracy but brings heavier computation burden. To make a trade-off between accuracy and computation time, in the following we further propose a practical method which approximately treat the negative-sequence components. Figure 8 gives the negative-sequence steady-state equivalent circuit of an IM whose input impedance is:
Approximate Treatment of the Negative-Sequence Components
synthesize the IM dynamics under asymmetric faults. Note that the ITS model adds two differential equations to consider the negative-sequence components to improve simulation accuracy but brings heavier computation burden. To make a trade-off between accuracy and computation time, in the following we further propose a practical method which approximately treat the negative-sequence components. Figure 8 gives the negative-sequence steady-state equivalent circuit of an IM whose input impedance is: Generally, the initial slip of an IM is small, and, under an asymmetric voltage sag, the variation in slip will not be large. Then we consider the slip as zero and have:
Equation (37) Generally, the initial slip of an IM is small, and, under an asymmetric voltage sag, the variation in slip will not be large. Then we consider the slip as zero and have:
Equation (37) approximates the equivalent impedance of an IM to a constant impedance during an asymmetrical fault. Thus, with negative-sequence stator voltage V s2 presenting at the terminal, the final value of I s2 can be estimated by:
Since Z in2 is small, I s2 is usually large. According to Figure 7 , and considering Equation (38), we have
where R = 1 − (R s + jX )/Z in2 is a complex constant. The magnitude of R measures the ratio of the negative-sequence internal potential to the terminal voltage and is termed as negative-sequence internal potential coefficient here. Table 2 lists the defined coefficients and the transient open-circuit time constant T 0 of the seven sets of typical IMs recommended by IEEE in [27] . It is seen that the magnitudes of R are generally small, but that of the type-5 and type-7 IM are relatively large. In power systems, the maximum value of the IM negative-sequence stator voltage V s2 is approximately 1/3 p.u.; correspondingly, the negative-sequence internal potential E 2 will not exceed 0.05 p.u. Further considering that the time constant corresponding to E 2 is large, the IM negative-sequence components, e.g., E 2 , I s2 , and T − e , will reach their final value very quickly in the dynamics. In view of this, during an asymmetric fault, we may ignore their transients and assume that they achieve their final values instantly, which is equivalent to replacing the IM with Z in2 in the power network shown in Figure 2 during the sag. Thus, V s2 can be predicted by:
Then I s2 , E 2 , and T − e can be estimated by (38), (39), and (41), respectively.
Similarly, after the sag, all the negative-sequence components will revert to zero quickly, and we may assume that they restore to zero instantly. In this way, we can fast predict the negative-sequence components during and after the sag. Figure 9 shows the flow chart of the proposed practical method, which uses the traditional TS simulation and the approximate treatment to deal with the positive-and negative-sequence equations, respectively, to obtain the transient response of an IM. There are thirteen steps in Figure 9 , with steps 8, 9, and 10 being the most important. In step 8, the negative-sequence components are estimated by using Equations (40), (38), (39), and (41) in turn, and the obtained negative-sequence electrical torque is then used to compute the rotor slip in step 9. Finally, in step 10, active and reactive power consumptions of the IM are obtained. The ITS and simplified models proposed in Sections 4.1 and 4.2 are both improved TS models. Therefore, their simulation step sizes are also set as 10 ms in this study. Figure 10 shows the I s2 , E 2 , and T − e dynamics obtained through the ITS model with the type-2 and type-5 IM under the asymmetric voltage sag defined in Section 2.2. It is seen the waveforms of all negative-sequence components look like square waves. The negative-sequence stator current I s2 of type-2 and type-5 IM are large, and the E 2 and T − e of type-5 IM are larger than that of type-2 IM, which justifies the analysis in Section 4.2. It is seen both the practical method and the ITS simulation agree well with the EMT simulation, which validates the correctness of the proposed model and the computation method. The observed difference in powers is attributed to the fact that, during an asymmetric fault, the instantaneous active and reactive powers an IM draws include doubled frequency components. The EMT simulation uses very small step size and, hence, captures the oscillatory response; while in TS simulation, the phasor modelling technology is used and reflects only the averages. It is seen both the practical method and the ITS simulation agree well with the EMT simulation, which validates the correctness of the proposed model and the computation method. The observed difference in powers is attributed to the fact that, during an asymmetric fault, the instantaneous active and reactive powers an IM draws include doubled frequency components. The EMT simulation uses very small step size and, hence, captures the oscillatory response; while in TS simulation, the phasor modelling technology is used and reflects only the averages.
Verification and Discussion
agree well with the EMT simulation, which validates the correctness of the proposed model and the computation method. The observed difference in powers is attributed to the fact that, during an asymmetric fault, the instantaneous active and reactive powers an IM draws include doubled frequency components. The EMT simulation uses very small step size and, hence, captures the oscillatory response; while in TS simulation, the phasor modelling technology is used and reflects only the averages. From the simulation results in Figures 11 and 12 , we can find that the ITS model and the practical method consider the influence of the negative-sequence components and, thus, provide satisfactory results. Note that the practical method only adds several algebraic equations considering the negative-sequence components during faults and therefore require a little more computation effort than that of the traditional TS model, i.e., achieving a trade-off between accuracy and computation time. In the test system, the time consumptions of the TS simulation, the practical method and the ITS model are 0.62 s, 0.621 s, and 1.18 s, respectively, with a Core i7-6700 CPU and 16 GB RAM computing platform, which means the ITS model requires approximate twice the time of the TS simulation; the practical method shares almost the same computation efficiency as the TS simulation.
According to the simulation results in Figures 5 and 6 , it can be observed that under asymmetric fault, negative-sequence stator currents I s2 would be considerable but is ignored in TS simulation. As a result, the predictions of V s2 in Equation (29) and, accordingly, the machine phase voltages (U a , U b , U c ) are rough. In addition, for type-5 IM, a relatively large E 2 brings a relatively large negative-sequence electrical torque T − e . Since T − e is neglected in TS simulation, the calculation of the active power and slip is of poor accuracy. From the simulation results in Figures 11 and 12 , we can find that the ITS model and the practical method consider the influence of the negative-sequence components and, thus, provide satisfactory results. Note that the practical method only adds several algebraic equations considering the negative-sequence components during faults and therefore require a little more computation effort than that of the traditional TS model, i.e., achieving a trade-off between accuracy and computation time. In the test system, the time consumptions of the TS simulation, the practical method and the ITS model are 0.62 s, 0.621 s, and 1.18 s, respectively, with a Core i7-6700 CPU and 16 GB RAM computing platform, which means the ITS model requires approximate twice the time As we all know, the slip of an IM is small; hence, very low negative-sequence voltages will contribute to considerable negative-sequence currents I s2 on the motor. The traditional TS simulation ignores I s2 so that the computational error under asymmetric faults is significant. Taking the active power as an example, since the value of P e − may be greater than P e + , when P e − is omitted, the relative error may even be higher than 100%. While when the negative-sequence is properly modelled in the proposed practical method, the error is almost negligible. The above results validate that it is of great significance to include the negative-sequence components in TS simulation. We have tested other types of IMs recommended by [27] under various asymmetric voltage sags with different durations using the practical method. A similar agreement between responses obtained with MATLAB and PSCAD is observed. Figure 13 illustrates the response of the type-7 IM when E eqb and E eqc drops to zero for 0.5 s in the test system. It is observed the practical method still gives satisfactory results even when a very serious asymmetrical fault occurs, whereas the traditional TS simulation gives poor prediction.
The proposed practical simulation method can be also applied to multi-machine power systems under asymmetric faults using the following steps. Firstly, replace the IMs with their approximate negative-sequence steady-state equivalent impedances during the fault to form the new negative-sequence network. Subsequently, combine the effective negative-and zero-sequence impedance calculated at the fault location with the positive-sequence network according to the type of the unbalance fault. Then, solve the overall network equations to obtain the negative-sequence terminal voltages of the IMs. Finally, the other negative-sequence components, such as I s2 , E 2 , and T − e , can be accordingly calculated.
modelled in the proposed practical method, the error is almost negligible. The above results validate that it is of great significance to include the negative-sequence components in TS simulation.
We have tested other types of IMs recommended by [27] under various asymmetric voltage sags with different durations using the practical method. A similar agreement between responses obtained with MATLAB and PSCAD is observed. Figure 13 illustrates the response of the type-7 IM when Eeqb and Eeqc drops to zero for 0.5 s in the test system. It is observed the practical method still gives satisfactory results even when a very serious asymmetrical fault occurs, whereas the traditional TS simulation gives poor prediction. 
Conclusions
Motors consume 60 to 70% of the total energy supplied by a power system. The dynamics attributable to motors are usually the most significant aspects of dynamic characteristics of system loads. In this work, modeling and simulation of induction motor loads in power system stability studies considering the influence of the negative-sequence components are explored. A practical method to calculate the transient response of an IM is proposed. The method can well predict the IM behavior subject to asymmetric faults. Compared with the existing TS simulation, it adds a little computational burden yet achieves much better simulation accuracy.
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